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fulfill the role of the qualified indi-
vidual and the alternate qualified indi-
vidual. The organization must then
identify a qualified individual and at
least one alternate qualified individual
who meet the requirements of this sec-
tion. The facility owner or operator is
required to list in the response plan the
organization, the person identified as
the qualified individual, and the person
or person(s) identified as the alternate
qualified individual(s).

(e) The qualified individual is not re-
sponsible for—

(1) The adequacy of response plans
prepared by the owner or operator; or

(2) Contracting or obligating funds
for response resources beyond the au-
thority contained in their designation
from the owner or operator of the facil-
ity.

(f) The liability of a qualified indi-
vidual is considered to be in accord-
ance with the provisions of 33 USC
1321(c)(4).

§ 154.1028 Methods of ensuring the
availability of response resources
by contract or other approved
means.

(a) When required in this subpart, the
availability of response resources must
be ensured by the following methods:

(1) A written contractual agreement
with an oil spill removal organization.
The agreement must identify and en-
sure the availability of specified per-
sonnel and equipment required under
this subpart within stipulated response
times in the specified geographic areas;

(2) Certification by the facility owner
or operator that specified personnel
and equipment required under this sub-
part are owned, operated, or under the
direct control of the facility owner or
operator, and are available within stip-
ulated response times in the specified
geographic areas;

(3) Active membership in a local or
regional oil spill removal organization
that has identified specified personnel
and equipment required under this sub-
part that are available to respond to a
discharge within stipulated response
times in the specified geographic areas;

(4) A document which—
(i) Identifies the personnel, equip-

ment, and services capable of being
provided by the oil spill removal orga-

nization within stipulated response
times in the specified geographic areas;

(ii) Sets out the parties’ acknowledg-
ment that the oil spill removal organi-
zation intends to commit the resources
in the event of a response;

(iii) Permits the Coast Guard to
verify the availability of the identified
response resources through tests, in-
spections, and drills; and

(iv) Is referenced in the response
plan; or

(5) The identification of an oil spill
removal organization with specified
equipment and personnel available
within stipulated response times in
specified geographic areas. The organi-
zation must provide written consent to
being identified in the plan.

(b) The contracts and documents re-
quired in paragraph (a) of this section
must be retained at the facility and
must be produced for review upon re-
quest by the COTP.

§ 154.1029 Worst case discharge.

(a) The response plan must use the
appropriate criteria in this section to
develop the worst case discharge.

(b) For the MTR segment of a facil-
ity, not less than—

(1) Where applicable, the loss of the
entire capacity of all in-line and break
out tank(s) needed for the continuous
operation of the pipelines used for the
purposes of handling or transporting
oil, in bulk, to or from a vessel regard-
less of the presence of secondary con-
tainment; plus

(2) The discharge from all piping car-
rying oil between the marine transfer
manifold and the non-transportation-
related portion of the facility. The dis-
charge from each pipe is calculated as
follows: The maximum time to dis-
cover the release from the pipe in
hours, plus the maximum time to shut
down flow from the pipe in hours
(based on historic discharge data or the
best estimate in the absence of historic
discharge data for the facility) multi-
plied by the maximum flow rate ex-
pressed in barrels per hour (based on
the maximum relief valve setting or
maximum system pressure when relief
valves are not provided) plus the total
line drainage volume expressed in bar-
rels for the pipe between the marine
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